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Code
010182031
010182041
010182051

Morse Taper
CM3 / MT3
CM4 / MT4
CM5 / MT5

Dimensioni in mm (pollici) / Dimensions in mm (inch)

Code
010182037
010182047
010182057

Morse Taper
CM3 / MT3
CM4 / MT4
CM5 / MT5

Dimensioni in mm (pollici) / Dimensions in mm (inch)

Code
010182033
010182043
010182053

Morse Taper
CM3 / MT3
CM4 / MT4
CM5 / MT5

/ Dimensions in mm (inch)

FRB LIVE CENTERS “82 SERIES”

See heads on page 15

A B C D Ø E Ø F G
77 (3.031) 84.2 (3.315) 43 (1.693) 6 (0.236) 42 (1.654) 29 (1.142) 46 (1.811) 

78.5 (3.091) 102.7 (4.043) 44.5 (1.752) 6 (0.236) 42 (1.654) 29 (1.142) 46 (1.811) 
98.5 (3.878) 129.5 (5.098) 51.5 (2.028) 6 (0.236) 62 (2.441) 45 (1.772) 68 (2.677)   

A B C D Ø E Ø F G
87.5 (3.445) 84.2 (3.315) 43 (1.693) 6 (0.236) 25 (0.984) 58 (2.283) 46 (1.811) 
89 (3.504) 102.7 (4.043) 44.5 (1.752) 6 (0.236) 25 (0.984) 58 (2.283) 46 (1.811) 
96 (3.780) 129.5 (5.098) 51.5 (2.028) 6 (0.236) 35 (1.378) 68 (2.677) 68 (2.677)   

A B C D Ø E Ø F G
88 (3.465) 84.2 (3.315) 43 (1.693) 6 (0.236) 42 (1.654) 35 (1.378) 46 (1.811) 

89.5 (3.524) 102.7 (4.043) 44.5 (1.752) 6 (0.236) 42 (1.654) 35 (1.378) 46 (1.811) 
100.5 (3.957) 129.5 (5.098) 51.5 (2.028) 6 (0.236) 63 (2.480) 35 (1.378) 68 (2.677)   
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Ø 100 100 (MT100)
Ø 80 80 (MT80)

REINFORCED “FRB” LIVE CENTER MT6 WITH AXIAL LOAD DISTRIBUTION
AND INTEGRAL SHAFT FOR TURNING OF SHAFTS

“86 SERIES”

“FRB” LIVE CENTER MT80 AND MT100 WITHOUT EXTRACTION NUT,
WITH INTEGRAL SHAFT FOR TURNING OF SHAFTS

“87 SERIES”

Code

010187161
010187162

Morse Taper

METRICO 80 / MT80
METRICO 100 / MT100

Max axial load
Kg/Lb

12.000/26.455.03
12.000/26.455.03

Max radial load (Workpiece weight)
Kg/Lb

18.000/39.682.54
18.000/39.682.54

Max speed
r.p.m.
800
800

Code

010186161

Morse Taper

CM6 / MT6

Max axial load
Kg/Lb

10.800/23.809.52

Max radial load (Workpiece weight)
Kg/Lb

7.000/15.432.10

Max speed
r.p.m.
1000

/CONCENTRICITY 0.010

/CONCENTRICITY 0.010
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“FRB” LIVE CENTER WITH FULL FILLING ROLLERS AND INTEGRAL SHAFT
FOR TURNING AND GRINDING OF SHAFTS

“FRB” LIVE CENTER WITH FULL FILLING ROLLERS
AND HEAD CARRYING INTEGRAL SHAFT FOR TURNING AND GRINDING OF PIPES

“88 SERIES”

“88 SERIES”

Code

010921104
010921105
010921106
010921107
010921108
010921109

Morse Taper

CM6/MT6
CM7/MT7
M80/MT80

M100/MT100
M120/MT120
M160/MT160

Max axial load
Kg/Lb

12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03

Max radial load (Workpiece weight)
Kg/Lb

9.000/19,841.27
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37

Max speed
r.p.m.
500
500
500
500
500

A Ø B L1 L2
63.348 (2.494) 60 (2.362) 185 (7.283) 54 (2.126) 
83.061 (3.270) 80 (3.150) 232 (9.134) 71.3 (2.807)

80 (3.150) 80 (3.150) 196 (7.717) 71.3 (2.807)
100 (3.937) 80 (3.150) 232 (9.134) 71.3 (2.807)
120 (4.724) 80 (3.150) 247 (9.724) 70 (2.756)

/ Dimensions in mm (inch)

/ On request

*

* on request 75°/90°

Code

010922104
010922105
010922106
010922107
010922108

Morse Taper

CM6/MT6
CM7/MT7
M80/MT80

M100/MT100
M120/MT120

Max axial load
Kg/Lb

12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03

Max radial load (Workpiece weight)
Kg/Lb

9.000/19,841.27
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37

Max speed
r.p.m.
500
500
500
500
500

A L1
63.348 (2.494) 185 (7.283) 
83.061 (3.270) 232 (9.134) 

80 (3.150) 196 (7.717) 
100 (3.937) 232 (9.134) 
120 (4.724) 247 (9.724) 

/ Dimensions in mm (inch)

See heads on page 15
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“FRB” LIVE CENTER WITH FULL FILLING ROLLERS AND INTEGRAL SHAFT
FOR TURNING AND GRINDING OF SHAFTS

“FRB” LIVE CENTER WITH FULL FILLING ROLLERS
AND HEAD CARRYING INTEGRAL SHAFT FOR TURNING AND GRINDING OF PIPES

“88 SERIES”

“88 SERIES”

Code

010921104
010921105
010921106
010921107
010921108
010921109

Morse Taper

CM6/MT6
CM7/MT7
M80/MT80

M100/MT100
M120/MT120
M160/MT160

Max axial load
Kg/Lb

12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03

Max radial load (Workpiece weight)
Kg/Lb

9.000/19,841.27
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37

Max speed
r.p.m.
500
500
500
500
500

A Ø B L1 L2
63.348 (2.494) 60 (2.362) 185 (7.283) 54 (2.126) 
83.061 (3.270) 80 (3.150) 232 (9.134) 71.3 (2.807)

80 (3.150) 80 (3.150) 196 (7.717) 71.3 (2.807)
100 (3.937) 80 (3.150) 232 (9.134) 71.3 (2.807)
120 (4.724) 80 (3.150) 247 (9.724) 70 (2.756)

/ Dimensions in mm (inch)

/ On request

*

* on request 75°/90°

Code

010922104
010922105
010922106
010922107
010922108

Morse Taper

CM6/MT6
CM7/MT7
M80/MT80

M100/MT100
M120/MT120

Max axial load
Kg/Lb

12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03
12.000/26,455.03

Max radial load (Workpiece weight)
Kg/Lb

9.000/19,841.27
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37
16.000/35,273.37

Max speed
r.p.m.
500
500
500
500
500

A L1
63.348 (2.494) 185 (7.283) 
83.061 (3.270) 232 (9.134) 

80 (3.150) 196 (7.717) 
100 (3.937) 232 (9.134) 
120 (4.724) 247 (9.724) 

/ Dimensions in mm (inch)

See heads on page 15

/CONCENTRICITY 0.005
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